
F I R E  P R O T E C T I O N

Fire Protection Upgrade 
in Road Tunnel

The Bad Zurzach tunnel is a two-lane road tunnel located 
in northern Switzerland.  
In 2025 the tunnel underwent a major modernization to meet stringent 
safety requirements, including enhanced fire protection systems. 

During the renovation, traffic was partially restricted, with periods of 
full closure and extended single-lane operation.
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Challenge:
Maintaining high-performance fire protection in the 
section of the tunnel that remained operational during 
construction was critical. 

At the same time, it was essential to minimize disrup-
tion, as the tunnel is a key route for both local and trans-
it traffic in the region.

Solution:
Alvenius supplied 1,500 meters of pipes, including 
fittings and couplings, all coated with CorroFlo and 
RocShield for maximum corrosion resistance.

The system was quickly, safely and efficiently assemb-
led to provide a reliable water supply for the operational 
section of the tunnel.

Results and Customer Benefits:
Thanks to the lightweight and flexible Alvenius piping 
system, installation and dismantling were carried out 
quickly using rapid couplings. 

This significantly reduced installation time and resour-
ce usage, enabling the tunnel to return to full traffic 
capacity sooner.

Technical Specifications:
Dimension:	 DN125

Medium:	 Water for operational and fire protection 
systems

Application:	Fire extinguishing water

Country: 	 Switzerland


